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Cutting Attachments

Stock No. 822-4490
Head 
Angle Head Tubes Length Weight

Preheat 
System

Torch 
Style

Tip 
Style Size

90° Brass Nickel Alloy 7” 
(17.5 cm)

5 oz.
(.14 kg) Pre-mix 475

112** 00-3

233* 00-4

4490

• Maximum cut - 2½” (6.25 cm)
• Light-duty quality torch which is ideal for the home handyman
• Uses MAPP gas/Propylene or acetylene
• Uses Style 112 Acetylene tip
• Uses Style 233 MAPP gas/Propylene tip

822-4490 
Shown

3590

    

* MAPP Gas/Propylene Tip
** Acetylene Gas Tip

822-3590 
Shown

Style

Stock No. 822-3590
Head 
Angle Head Tubes Length Weight

Preheat 
System

Torch 
Style Tip Style

90° Bronze Nickel Alloy 9½”
 (24.1 cm)

.95 lbs. 
(.43 kg)

Tip-mix 550 All ¾” 3 land 
seat up to 4” 

cutting 

Series Stock No.
Head 
Angle Head Tubes Length Weight

For Use 
With 

Handle

4700
822-4775 75° S/S Nickel Alloy 12”/30.5 cm 1.6 lbs./.73 kg

750
822-4790 90° S/S Nickel Alloy 12”/30.5 cm 1.6 lbs./.73 kg

5700

822-5775 75° Bronze Nickel Alloy 12”/30.5 cm 1.6 lbs./.73 kg

750822-5790 90° Bronze Nickel Alloy 12”/30.5 cm 1.6 lbs./.73 kg

822-5710 180° Bronze Nickel Alloy 12”/30.5 cm 1.6 lbs./.73 kg

4800
822-4875 75° S/S Nickel Alloy 12”/30.5 cm 1.8 lbs./.82 kg.

800
822-4890 90° S/S Nickel Alloy 12”/30.5 cm 1.8 lbs./.82 kg.

5800

822-5875 75° Bronze Nickel Alloy 12”/30.5 cm 1.8 lbs./.82 kg.

800822-5890 90° Bronze Nickel Alloy 12”/30.5 cm 1.8 lbs./.82 kg.

822-5810 180° Bronze Nickel Alloy 12”/30.5 cm 1.8 lbs./.82 kg.

See following pages for style 750/800 torch handle attachments and dimensions.


